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Foreword 

This Guidance Change Notice (GCN) No.1 gives new additions and amendments to the “Guidance for Class 
Notation (Pt.0, Vol.B)” along with the effective dates from which these changes are applicable.  

These new addition and amendments are to be read conjunction with the requirements given in the 2021 
edition of the Guidance.  

The summary of current amendments for each section including the implementation date are indicated in 
Table 1 - Amendments Incorporates in This Notice.  

This GCN is available to be downloaded at www.bki.co.id. Once downloaded, this GCN will be uncontrolled 
copy. Please check the latest version on the website. 

Further queries or comments concerning this Rules are welcomed through communication to BKI Head 
Office. 
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Guidance Changes Notice No. 1 – July 2022

Table 1 – Amendments Incorporates in This Notice

These amendments will come into force as indicated in the Table

Paragraph Title/Subject Status/Remark

Section 1. General Requirements and Guidance

The amendments are effective from 1 August 2022

1.A.3 - Supersede redaction regarding the 
determination of ship type notation. 

1.A.5.2 - Corrigenda

1.A.5.3 - Change into English language

1.B.3.A) - Delete qualifier of special notation at class 
designation for hull 

1.D Table 1.2 Class symbol Add redaction related to the definition of 
Class Symbol “A-SM” 

Section 2. Ship Type Notations

The amendments are effective from 1 August 2022

All -

Delete “Mandatory” word in Section 2.A to 
Section 2.W.
Delete “<none>” at Special Notation part in 
Section 2.   

2.B.1 General Dry Cargo Ship

Delete one of special notation and add a new 
additional notation.
Restore footnote 1 which was lost in the 2020 
edition.

2.B.2 Multi-Purpose Dry Cargo Ship Delete one of special notation and add a new 
additional notation.

2.E.1 Passenger Ship Delete one of special notation and add a new 
additional notation.

2.E.2 RO-RO Passenger Add formula explanation “SA” 

2.E.3 Passenger Boat Add a new ship type notation 

2.E.4 RO-RO Passenger Boat Add a new ship type notation

2.K.1 Tugs Add two new special notation and add some 
list of additional notation related with. 

2.K.2 Special Service Ship Add new special notations and corrigenda on 
description of Fire Fighter.
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2.L.1 Offshore Service Vessel Add a new special notation and corrigenda on 
description of Fire Fighter.

2.M.1 Pontoon Add description related to the special 
notation “container”.

2.M.2 Barge Add new special notation and corrigenda on 
description of some special notations.

2.M.3 Self Propelled Barge Add a new ship type notation

2.P.1 Landing Craft Delete all special notations and add two 
additional notation. 

2.T.2.1 Self-Elevating Unit Add a new special notation 

2.T.2.2 Column Stabilized Unit Add a new special notation 

2.T.6 Floating Aquaculture Installation Add a new notation 

2.U.1 Fixed Offshore Structure Add a new notation 

2.U.2 Fixed Aquaculture Installation Add a new notation 

2.X Wing in Ground Craft (WIG Craft) Add a new ship type notation

Section 3. Additional Notations 

The amendments are effective from 1 August 2022

3.A Additional Notation for Hull

3.A.2 Special hull structure analysis Add new additional notations 

3.A.3 Cargo operation Add new additional notations

3.A.5 Environmental protection and pollution 
control Add new additional notations

3.B Additional Notation for Machinery

3.B.2 Navigation and manoeuvering Supersede description of additional notation 
and delete some footnotes.

3.B.4 Equipment and design features Add new additional notations 
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Section 1 General Requirements and Guidance

A. Introduction  

1. Within the scope of classification, the characteristic features of hull, machinery and equipment 
are reflected in the character of classifications and notations affixed to the character of classification.

2. Class notations are assigned in order to determine the applicable rule requirements for 
assignment and retention of class.  

3. Class notations The ship type notations are def ined are either mandatory or optional are 
indicated in Tables given in Section 2 to Section 3. Certain ship type notations are determined mandatory 
based on e.g.: 

– type of cargo

– number of passengers

– the ability to execute special operations.

4. Due to the space restriction, the presentation of class notations in the Class Certificates and 
documents issued by BKI, in the Register of Vessels and in the electronic customer portals, may differ from 
the presentation in this Guidance.

5. Application

5.1 All ships and offshore units/installations admitted or being admitted to class after the effective 
application date of the current Guidance are to be assigned class notations in accordance with B to J.

5.2 Ships and offshore units/installations with notations assigned in accordance with previous 
editions of the Guidance keep their current notations, latest until next class renewal survey. 

At the class renewal survey, notations having an equivalence with the notations given in the current edition, 
are replaced. Notations indicated as having no equivalence with any notation in the current Guidance are 
kept for the life time of the ship.

Note: 

At Upon Owner’s request, change over from former to current notations may be performed before the next 
class renewal survey.

5.3 Untuk aplikasi notasi klas pada kapal/unit/installation yang sudah ada (existing/transfer of class) 
yaitu sesuai dengan tanggal completion survey. For exist ing or transfer of  c lass on ships and 
offshore units/ instal lat ions,  the c lass notat ion wi l l  be assigned after the survey 
completion date.
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B. Class designation 

1. All ships classed with BKI in accordance with the requirements of BKI are to be assigned with class 
designations, as applicable.

– construction symbol

– class symbol

– anchoring equipment symbol

– service area symbol

– ship type notation

– special notation and/or additional notation

2. The class designations are to be granted for hull and/or machinery parts.  

3. The presentation of class designation are as follows:

– Characters of class consists of construction symbol, class symbol, anchoring equipment symbol and 
range of service area symbol.

– Character of class will be shown in CAPITAL letter and bold.

– Class notations consists of ship type notation, qualifier and special/additional notation. Multiple ship 
type notations as well as additional notations are separated by comma and space.

– Class notations are printed either in CAPITAL or regular font, which one is applicable. 

A) Class designation for Hull

Character of class Class notation

Construction 
symbol

Class symbol Anchoring 
equipment 
symbol

Service area 
symbol

Ship type 1 
(Qualifier)  ,

Special 
notation   
(Qualifier)

and
/or

Ship type 2 
(Qualifier)  ,

Special 
notation 
(Qualifier)

Additional notation (Qualifier)

      Examples:

 M100 H P Oil Tanker (FP< 60C, ESP, Double hull, CSR), Crude and Chemical Tanker 
(ESP, FP > 60C), Type 2, 2G, Palm acid oil

IW, RSD(F25), SPM(1), HBT

B) Class designation for Machinery Installation

Character of class Class notation

Construction 
symbol Class symbol Additional notation (Qualifier)

      Examples:

 W GF(DF), RP(1x%), INERT, OT, CM-PS

---------------------------------------------------------------- end ----------------------------------------------------------------
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D. Class symbol 

The class symbol is to be assigned to ships and offshore units/installations as well as naval ships based on 
compliance of BKI Technical Rules related its hull, machinery including electrical installations with the 
condition as shown in Table 1.2.

Table 1.2 Class symbol

Part Symbol Definition

M100

The ship's hull fully comply with the requirements of BKI Technical Rules or 
other rules considered to be equivalent.
For domestic ships in correspond to service area symbols namely P(ID), L(ID), 
and T(ID) in Table 1.5, the ship’s hull fully comply with the requirements of 
Peraturan Kapal Domestik (Bag. 8, Vol. I).

M90

The ship's hull does not fully comply with the requirements of BKI Technical 
Rules; however, the Class may be maintained for a shorter period and/or with 
shorter survey intervals. The symbol 90 indicate the maintenance condition 
of the ship's hull in relation to the requirements of the BKI Technical Rules, 
taking into account the permissible corrosion and wear tolerances.
For domestic ships in correspond to service area symbols namely P(ID), L(ID), 
and T(ID) in Table 1.5, the ship’s hull not fully comply with the requirements 
of Peraturan Kapal Domestik (Bag. 8, Vol. I) where class is still maintained with 
shorter interval periods of survey.

Hull

N100 (p)

The naval ship's hull fully complies with the requirements of the BKI 
Construction Rules or other rules considered to be equivalent. p as a figure 
is indicating the duration of the nominal Class period [years].
Normally p = 5, but BKI may agree to adjustment to the material and 
maintenance scheme of a Naval Administration.

The nominal Class period can be reduced in exceptional cases and for a limited 
time, if the ship does not fully comply with the Rules but has been allowed to 
operate under restrictions, e.g. regarding the service range and/or weather 
conditions

W

The machinery including electrical installations fully complies with the 
requirements of BKI Technical Rules or other Rules considered to be 
equivalent.
For domestic ships in correspond to service area symbols namely P(ID), L(ID), 
and T(ID) in Table 1.5, the ship`s machinery including electrical installations 
fully complies with the requirements of Peraturan Kapal Domestik (Bag. 8, Vol. 
I).

Y

The machinery including electrical installations of non-self propelled or  
ass isted propuls ion system vessels and floating units fully comply with 
the requirements of the BKI Technical Rules or other Rules considered to be 
equivalent.
For domestic ships in correspond to service area symbols namely P(ID), L(ID), 
and T(ID) in Table 1.5, The ship`s machinery including electrical installations 
of non-self-propelled vessels fully complies with the requirements of 
Peraturan Kapal Domestik (Bag.8, Vol. I).

Machinery

V  X 
The machinery including electrical installations does not fully comply with the 
requirements of BKI Technical Rules, but functional safety and general fitness 
for purpose are ensured for the envisaged service. 

---------------------------------------------------------------- end ----------------------------------------------------------------
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Section 2 Ship Type Notations

B. Dry cargo ship 

1. General Dry Cargo Ship

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey

General Dry 
Cargo Ship

Mandatory: Yes

 <none>

 BC CH.XII

 Hatch coverless

 Hatch coverless, 
max Hs …m

 Strengthened for 
Heavy Cargo

 Equipped for 
Carriage of 
Containers

 Rules for Hull (Pt.1, 
Vol.II) Sec. 23 A and 
Sec.36

 Rules for Machinery 
Installation (Pt.1, Vol.III)

 Rules for Electrical 
Installations (Pt.1, 
Vol.IV)

 Rules for Materials 
(Pt.1, Vol.V)

 Rules for Welding (Pt.1, 
Vol.VI)

 Rules for Stowage and 
Lashing of Containers 
(Pt.4, Vol. I)

 Guidelines for the 
Carriage of Refrigerated 
Containers on Board 
Ships (Pt.1, Vol. 5)

 Peraturan Domestik 
(Bagian 8, Vol.I)

 Rules for Classification 
and Survey (Pt.1, Vol.I) 
Sec. 3 and Sec. 4-II.

1.1 Description

General Dry Cargo Ship : Notation assigned to ships constructed for the carriage of unitized and dry bulk 
cargo. The following ship types are excluded:

– bulk carriers and double skin bulk carriers subject to the enhanced survey programme (ESP)

– dedicated container carriers

– Ro-Ro cargo ships

– refrigerated cargo ships

– dedicated wood chip carriers

– dedicated cement carriers

– livestock carriers

– deck cargo ship1

general dry cargo ships of double side-skin construction, with double side-skin extending for the entire 
length of the cargo area, and for the entire height of the cargo hold to the upper deck.

1 A  deck  cargo  sh ip  i s  a  sh ip  that  i s  des igned  to  car ry  cargo  exc lus ive ly  above  deck  w i thout  any  access  
for  cargo  be low deck .
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1.2 Qualifier

– BC CH.XII: Applicable to ships engaged in domestic service in accordance with the Peraturan Kapal 
Domestik (Pt.8, Vol.I) Bab.1, which are not constructed with the typical midship section arrangement 
as General Dry Cargo Ship in 1.1 and comply with the requirements in Pt. 1 Seagoing Ship and Solas 
Chapter XII and not subject to Enhanced Survey Program (ESP). Requirements on MSC/Circ.608/Rev.1 
may be applied. Refer to Rules for Hull (Pt.1, Vol.II) Sec.36

– Hatch coverless: Assigned for hatchcoverless General Cargo Ships equipped with the appropriate 
facilities subject to BKI’s approval2.

– Hatch coverless, max Hs…m: Assigned for domestic Indonesian waterways General Dry Cargo Ships 
equipped with the appropriate facilities and limiting operating conditions based on permissible 
significant wave height (Hs in meter), refers to Peraturan Kapal Domestik (Bag.8, Vol.I).  

1.3 Special notation

– Strengthened for Heavy Cargo : Special notation For ships provided with strengthening 
recommended by BKI in accordance with BKI Construction Rules and not complying with the 
requirements of the notations “Bulk Carrier” or “Ore Carrier”. This Special notation is not mandatory.

– Equipped for Carriage of Containers : Assigned for General Cargo Ships (other than container ship) 
carrying containers occasionally or as part of cargo only, and equipped with the appropriate facilities.

1.4 Additional notation

– ECC :  Equipped for Carr iage of  Containers,  see Section 3.A.3

The relevant addit ional  notat ion for Concerning to hull and machinery item, see Section 3.

Remarks:

1. Examples: 

 M100 H P General Dry Cargo Ship

 M100 H P General Dry Cargo Ship, Strengthened for Heavy Cargo

 M100 H P General Dry Cargo Ship (Hatch coverless), Equipped for Carriage of Containers
ECC

 M100 H P(ID) General Dry Cargo Ship (Hatch coverless, max Hs 7 m), Equipped for Carriage of 
Containers 
ECC

 M100 H P(ID) General Dry Cargo Ship (BC CH.XII), Equipped for Carriage of Containers 
ECC

2 Requirements on MSC/Circ.608/Rev.1 may be applied. Refer to Rules for Hull (Pt.1, Vol.II) Sec.36
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2. Multi-Purpose Dry Cargo Ship

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey
Multi-Purpose 
Dry Cargo Ship

Mandatory: Yes

N/A  Strengthened for 
Heavy Cargo

 Equipped for 
Carriage of RO-RO 
Cargo

 Equipped for 
Carriage of 
Containers

 Rules for Hull (Pt.1, Vol.II)

 Rules for Machinery 
Installation (Pt.1, Vol.III)

 Rules for Electrical 
Installations (Pt.1, Vol.IV)

 Rules for Materials (Pt.1, 
Vol.V)

 Rules for Welding (Pt.1, 
Vol.VI)

 Rules for Classification 
and Survey (Pt.1, Vol.I) 
Sec. 3 and Sec. 4-II.

2.1 Description

Multi-purpose Dry Cargo Ship : Notation assigned to ships constructed for the carriage of general and bulk 
cargo.

2.2 Qualifiers

– N/A

2.3 Special notation

– Strengthened for Heavy Cargo : Assigned for ships provided with strengthening recommended by BKI 
in accordance with BKI Construction Rules and not complying with the requirements of the notations 
“Bulk Carrier” or “Ore Carrier”. This Special notation is not mandatory.

– Equipped for Carriage of RO-RO Cargo : Assigned for Multi Purpose Dry Cargo Ships which are also 
equipped for the transport of trailers and motor vehicles without fuel in the tanks and which are for 
this purpose fitted with ramps and if applicable shell doors and strengthened according to the Rules.

– Equipped for Carriage of Containers : Assigned for General Cargo Ships (other than container ship) 
carrying containers occasionally or as part of cargo only, and equipped with the appropriate facilities.

2.4 Additional notation

– ECC :  Equipped for Carr iage of  Containers,  see Section 3.A.3

The relevant addit ional  notat ion for Concerning to hull and machinery item, see Section 3.

Remarks:

1. The provisions of IMO resolution MSC.277(85) apply to ships, which occasionally carry dry cargoes in bulk, 
the keels of which are laid or which are at similar stage of construction on or after 1st July 2010.

2. The resolution is non-mandatory in general. If a flag state considers the regulation as mandatory, all 
provisions are to be applied regardless of the length of the ship.

3. The following application has to be used if flag state considers the regulation as non-mandatory:

− Multi Purpose Dry Cargo Ships with ship length less than 150 m:

Generally, all provisions given for MPVs with L < 150 m shall be applied. A ship owner may refuse 
applying resolution MSC.277(85).

− Multi Purpose Dry Cargo Ships with ship length of 150 m and upwards:
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It is recommended to apply all provisions given for MPVs with L > 150 m.

4. Underlying rules for Special notation: Rules for Hull (Pt.1, Vol.II), Section 23.A.

5. Examples: 

 M100 H P Multi-Purpose Dry Cargo Ship, Strengthened for Heavy Cargo

 M100 H P Multi-Purpose Dry Cargo Ship, Equipped for Carriage of Containers
ECC

 M100 H P Multi-Purpose Dry Cargo Ship, Equipped for Carriage of RO-RO Cargo
ECC

--------------------------------------------------------------- end ----------------------------------------------------------------
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E. Passenger ships 

1. Passenger Ship

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey
Passenger 
Ship

Mandatory: 
Yes

N/A  <none>

 Cargo carrier

 Equipped for 
Carriage of 
Containers

 Car carrier

 Ferry

 Recreational

 Rules for Hull (Pt.1, Vol.II)

 Rules for Machinery 
Installation (Pt.1, Vol.III)

 Rules for Electrical 
Installations (Pt.1, Vol.IV)

 Rules for Materials (Pt.1, 
Vol.V)

 Rules for Welding (Pt.1, 
Vol.VI)

 Rules for High Speed Craft 
(Pt 3, Vol. III)

 Rules for Small Vessel up to 
24 m (Pt.3 Vol.VII)

 SOLAS Convention Ch. II-1 
and II-2. 

 Rules for Classification and 
Survey (Pt.1, Vol.I) Sec. 3.

 For the Indonesian flag, 
Rules for Classification and 
Survey (Pt.1, Vol.I) Sec. 5 is 
to be observed.

1.1 Description

Passenger Ship : Notation assigned to ship which carries more than 12 passengers. Passenger is every 
person other than:

– the master and the members of the crew or other persons employed or engaged in any capacity on 
board a ship on the business of that ship, and

– a child under one year of age.

Ships shall comply with the construction rules for carriage and /or accommodation of passengers and with 
the applicable requirements of the Chapters II-1 and II-2 of the SOLAS Convention. For domestic passenger 
ships, exemption from these requirements may be granted only within the framework of options given 
therein and are subject of approval by the competent Administration.

1.2 Qualifiers

– N/A

1.3 Special notation

– Cargo carrier: Assigned to passenger ship carrying general cargoes.

– Equipped for Carriage of Containers: Assigned to passenger ship carrying containers occasionally or 
as part of cargo only, and equipped with the appropriate facilities.

– Car carrier: Assigned to passenger ship carrying vehicle on deck.

– Ferry: Assigned to ship which carries more than 12 passengers and vehicles, especially engaged short 
services between two or three harbours regularly, subject to the corresponding National Regulations.

– Recreational: Assigned to passenger ship for recreational purpose only and granted by administration 
for exemption from SOLAS requirements. 
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1.4 Additional notation

– ECC :  Equipped for Carr iage of  Containers,  see Section 3.A.3

The relevant addit ional  notat ion for Concerning to hull and machinery item, see Section 3.

Remarks:

1. Example: 

 M100 H P Passenger Ship

 M100 H P Passenger Ship, Cargo carrier

 M100 H P Passenger Ship, Container carrier 

 M100 H P Passenger Ship, Car carrier 

 M100 H P Passenger Ship, Cargo carrier, Equipped for Carriage of Containers, Car carrier
ECC

 M100 H P Passenger Ship, Ferry

 M100 H L(ID) Passenger Ship, Recreational
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2. RO-RO Passenger Ship

Underlying rules/requirementsNotation Qualifier Special 
notation Design Survey

RO-RO 
Passenger 
Ship
.
Mandatory: 
Yes

 Open space

 Enclosed 
space

  Ferry  Rules for Hull (Pt.1, Vol.II)

 Rules for Machinery 
Installation (Pt.1, Vol.III)

 Rules for Electrical 
Installations (Pt.1, Vol.IV)

 Rules for Materials (Pt.1, 
Vol.V)

 Rules for Welding (Pt.1, 
Vol.VI)

 SOLAS Convention Ch. II-1 
and II-2.

 Rules for Classification and 
Survey (Pt.1, Vol.I) Sec. 3.

 For the Indonesian flag, Rules 
for Classification and Survey 
(Pt.1, Vol.I) Sec. 5 is to be 
observed.

2.1 Description

RO-RO Passenger Ship: Assigned to passenger ships which are utilizes a loading ramp and specially designed 
and constructed for the carriage of vehicles, and cargo in pallet form or in container, and loaded and 
unloaded by wheeled vehicles.

2.2 Qualifiers

– Open space : Assigned to ship which have following criteria:

A) The bulkhead is not provided at the end of fore and after, and openings are not provided on 
the shell plating of vehicle area. In this case, the area of openings on the upper deck of 
considering area is to be comply with the followings.

a = area of opening on the upper deck

A = area of vehicle deck

B) When the openings are provided on the both side shell plating in vehicle area, the area of 
opening is comply with the following.

a,A = as specified in A) 

Sa = area of opening on one side in vehicle area.

SA = area of  shel l  plat ing on one s ide in vehicle area.

– Enclosed space : Assigned to ship which closed space with weathertight other than above mentioned 
(open space).

2.3 Special notation

– Ferry: Assigned to ship which carries more than 12 passengers and vehicles, especially engaged short 
services between two or three harbours regularly, subject to the corresponding National Regulations.

2
1

A
a



2
1

S
S

3
5

A
a

A

a 
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2.4 Additional notation

Concerning to hull and machinery item, see Section 3.

Remarks:

1. Examples: 

 M100 H P RO-RO Passenger Ship (Open Space), Ferry

 M100 H P RO-RO Passenger Ship (Enclosed Space), Ferry
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3. Passenger Boat

Under ly ing  ru les/requirements
Notat ion Qual i f ier Specia l  

notat ion Design Survey

Passenger  
Boat

N/A N/A  Rules  for  Hul l  (Pt .1 ,  
Vol . I I )

 Rules  for  Machinery  
Insta l lat ion (Pt .1 ,  
Vol . I I I )

 Rules  for  E lectr ica l  
Insta l lat ions  (Pt .1 ,  
Vol . IV)

 Rules  for  Mater ia ls  
(Pt .1 ,  Vol .V)

 Rules  for  Welding (Pt .1 ,  
Vol .VI )

 Rules  for  High Speed 
Craft  (Pt  3 ,  Vol .  I I I )

 Rules  for  Smal l  Vessel  
up to  24 m (Pt .3  
Vol .VI I )

 SOLAS Convent ion Ch.  
I I -1  and I I -2 .  

 Peraturan Kapal  
Domest ik  (Bag.8,  Vol . I )

 Rules  for  C lass i f icat ion 
and Survey (Pt .1 ,  Vol . I )  
Sec.  3 .

 For  the Indones ian f lag,  
Rules  for  C lass i f icat ion 
and Survey (Pt .1 ,  Vol . I )  
Sec.  5  i s  to  be 
observed.

 Peraturan Kapal  
Domest ik  (Bag.8,  Vol . I )

3.1 Descript ion

Passenger boat :  Notation assigned to passenger ship with length less than 24 m which 
carr ies more than 12 passengers.  Passenger is  every person other than:

– the master and the members of  the crew or other persons employed or engaged in 
any capacity on board a ship on the business of  that ship,  and

– a chi ld under one year of  age.

Ships shal l  comply with the construct ion rules for  carr iage and /or accommodation of  
passengers and with the appl icable requirements of  the Chapters I I -1 and I I -2 of  the 
SOLAS Convention.  For domestic  passenger ships,  exemption from these requirements 
may be granted only within the framework of  options given therein and are subject  of  
approval  by the competent Administrat ion.

3.2 Qual i f iers

– N/A

3.3 Special  notat ion

– N/A 

3.4 Addit ional  notat ion

The relevant addit ional  notat ion for hul l  and machinery i tem, see Sect ion 3.
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Remarks:

1. Example:  

 M100 H II Passenger  Boat

 M100 H V(ID) Passenger  Boat
HSDE
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4. RO-RO Passenger Boat

Under ly ing  ru les/requirementsNotat ion Qual i f ier Specia l  
notat ion Design Survey

RO-RO 
Passenger  
Boat

 Open 
space

 Enclosed 
space

 Ferry  Rules  for  Hul l  (Pt .1 ,  
Vol . I I )

 Rules  for  Machinery  
Insta l lat ion (Pt .1 ,  
Vol . I I I )

 Rules  for  E lectr ica l  
Insta l lat ions  (Pt .1 ,  
Vol . IV)

 Rules  for  Mater ia ls  
(Pt .1 ,  Vol .V)

 Rules  for  Welding (Pt .1 ,  
Vol .VI )

 SOLAS Convent ion Ch.  
I I -1  and I I -2 .

 Rules  for  C lass i f icat ion 
and Survey (Pt .1 ,  Vol . I )  
Sec.  3 .

 For  the Indones ian f lag,  
Rules  for  C lass i f icat ion 
and Survey (Pt .1 ,  Vol . I )  
Sec.  5  i s  to  be 
observed.

4.1 Descript ion

RO-RO Passenger boat :  Assigned to passenger ships with length less than 24 m which 
are ut i l izes a loading ramp and special ly  designed and constructed for the carr iage of  
vehic les,  and cargo in pal let  form or in container,  and loaded and unloaded by wheeled 
vehicles.

4.2 Qual i f iers

– Open space :  Assigned to ship which have fol lowing cr iter ia:

A) The bulkhead is  not provided at  the end of  fore and after,  and openings are 
not provided on the shel l  plat ing of  vehic le area.  In this  case,  the area of  
openings on the upper deck of  considering area is  to be comply with the 
fol lowings.

a = area of  opening on the upper deck

A = area of  vehic le deck

B) When the openings are provided on the both s ide shel l  plat ing in vehicle area,  
the area of  opening is  comply with the fol lowing.

a,A = as specif ied in A) 

S a  =  area of  opening on one s ide in vehicle area.

SA = area of  shel l  plat ing on one s ide in vehicle area.

– Enclosed space :  Assigned to ship which c losed space with weathert ight other than 
above mentioned (open space).

2
1

A
a



2
1

S
S

3
5

A
a

A

a 
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2.3 Special  notat ion

– Ferry:  Assigned to ship which carr ies more than 12 passengers and vehicles,  
especial ly  engaged short  services between two or three harbours regular ly,  subject  
to the corresponding National  Regulat ions.

2.4 Addit ional  notat ion

Concerning to hul l  and machinery i tem, see Section 3.

Remarks:

1. Examples:  

 M100 H II RO-RO Passenger  boat  (Open Space) ,  Ferry

 M100 H III RO-RO Passenger  boat  (Enc losed Space) ,  Ferry

---------------------------------------------------------------- end ----------------------------------------------------------------
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K. Vessel for Special Operations 

1. Tugs

Underlying rules/requirements
Notation Qualifier Special 

notation Design Survey
TUG

Mandatory: 
Yes

N/A  Active 
Escort

 Escort

 Pusher

 Fire  
F ighter

 FFC

 Rules for Hull (Pt.1, Vol.II) Sec. 
27.

 Rules for Classification and 
Survey (Pt.1, Vol.I) Sec. 3.

1.1 Description

TUG : Notation assigned to ships primarily designed for towing and/or pushing operations or assisting other 
vessels or floating objects in manoeuvring complying with the requirement of Rules for Hull (Pt.1, Vol.II) 
Section 27.

1.2 Qualifiers

– N/A

1.3 Special notation

– Active Escort : Notation for tugs actively assisting a vessel during ahead voyage and manoeuvring by 
means of a permanent rope connection to the stern of the escorted vessel and complying with the 
requirement of Rules for Hull (Pt.1, Vol.II) Section 27.H.

The characteristics of this notation is to be determined by approved full scale trials, as follows:

A) maximum steering force Tey [kN] at a test speed of advance Vt [kn], normally 8 to 10 knots,

B) manoeuvring time t [s],

C) manoeuvring coefficient K = 31 / t [–] or 1, whichever is less.

– Escort : Notation for tugs which not comply with the requirement of Active escort tug

– Pusher : Notation for tugs operating as pusher unit.

– Fire Fighter:  Notation for tugs with addit ional  f i re f ighting operation.  These ships 
f i tted with equipment complying with the Guidance for Equipment on Fire Fighting Ships 
(Pt.4, Vol.C) wi l l ,  depending on the s ize and purpose of  the equipment provided,  have 
one of  the addit ional  notat ions in 1.4 aff ixed to the Character of  Classi f icat ion for 
the machinery instal lat ion. 

– FFC:   Notation for tugs equipped with some f ire f ighting capabi l i ty  in addit ion to 
their  regular  service,  but  not in ful l  compliance with or not specif ical ly  bui lt  for  
the service intended to be covered by the Guidance for Equipment on Fire Fighting Ships 
(Pt.4, Vol.C).

1.4 Additional notation

– FF1 :  Equipment for f ighting f ires in the init ia l  stage and performing rescue 
operations in the immediate vic inity of  the instal lat ion on f ire.
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– FF2 :  Equipment for sustained f ighting of  large f ires and for cool ing parts  of  the 
instal lat ion on f ire.

– FF3 :  Corresponding to FF2 ,  but with greater f ire-ext inguishing capacity and more 
comprehensive f ire-ext inguishing equipment.

– FF1/2  or  FF1/3 :  Equipment corresponding to FF2 or FF3  and addit ional ly  suited for 
rescue operations as per FF1 .

The relevant addit ional  notat ion for Concerning to hull and machinery item, see Section 3

Remarks:

1. Examples: 

 M100 H P TUG

 M100 H P TUG, Active Escort

 M100 H P TUG, Pusher

 M100 H P TUG,  F i re  F ighter  

 W FF2

 M100 H P TUG,  FFC

---------------------------------------------------------------- end ----------------------------------------------------------------
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2. Special Service Ship

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey

 Deck Cargo

 Research

 Seismic Survey

 Fish Carrier

 Pilot

 Mooring

 Hospital

 Diving Support

 Fire Fighter

 FFC

 Training

 Rescue

 Lifeboat

 Rules for Hull (Pt.1, Vol.II) 
Sec. 29-II.

 Code of Safety for Special 
Purpose Ship, 2008 (SPS 
Code)

 Rules for High Speed Craft 
(Pt.3, Vol.III)

 Guidance for Equipment 
on Fire Fighting Ship (Pt.4, 
Vol.C) 

 Skimmer (specific 
function)

 Rules for Small Vessel up 
to 24 m (Pt.3, Vol.VII) 

 Rules for Classification 
and Survey (Pt.1, Vol.I) 
Sec. 3.

 Cable layer

 Pipe layer

 Well stimulation

 Offshore Crane

 Power Service

 Rules for Mobile Offshore 
Unit (Pt.5, Vol.VI). 

 Rules for Classification 
and Survey (Pt.5, Vol.I) 
Sec. 3.I

 Rules for Mobile 
Offshore Unit (Pt.5, 
Vol.VI), Sec.2

Special Service 
Ship

Mandatory: 
Yes

 <none>

 SPS

 Aquaculture  Guidel ines  for  
Aquaculture (Pt .5 ,  
Vol .4)

 Guidel ines  for  
Aquaculture (Pt .5 ,  
Vol .4)  

2.1 Description

Special Service Ship : to be assigned to ships designed for carrying out intended special service. 

2.2 Qualifiers

– SPS : Ships carrying special personnel who are neither crew members nor passengers in accordance 
with Rules for Hull (Pt. 1, Vol. II), Sec.29.II. 

 2.3 Special notation

– Deck Cargo : to be assigned to ship carrying cargo on deck

– Research : to be assigned to research ships.

– Seismic Survey : to be assigned to seismic survey ships.

– Fish Carrier : to be assigned to fish carrier.

– Pilot : to be assigned to pilot ships.

– Mooring : to be assigned to mooring ships

– Hospital : to be assigned to hospital ships

– Diving Support : to be assigned to ships carrying out special purpose related diving support matters.
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– Fire Fighter : to be assigned to fire-fighting ships. These ships fitted with equipment complying with 
the Regulation Guidance for Equipment on Fire Fighting Ships (Pt.4,  Vol .C)  will, 
depending on the size and purpose of the equipment provided, have one of the additional notations 
in 2.4 affixed to the Character of Classification for the machinery installation. 

– FFC:   Notation for ship equipped with some f ire f ighting capabi l i ty  in addit ion to 
their  regular  service,  but  not in ful l  compliance with or not specif ical ly  bui lt  for  
the service intended to be covered by the Guidance for Equipment on Fire Fighting Ships 
(Pt.4, Vol.C).

– Skimmer (specific function): to be assigned to skimmer vessel intended to carry out specific function 
such as for trash, oil, etc. 

– Well Stimulation: notation for self-propelled ship type vessels equipped for intervention at subsea 
wells with the aim to improve the operational well performance.

– Cable Layer: unit primarily intended for subsea cable installation. It denotes cable laying units 
designed and built in accordance with Rules for Mobile Offshore Unit (Pt.5, Vol.VI), Sec.12.A

– Pipe Layer: unit primarily intended for subsea pipeline installation. It denotes pipe layer units 
designed and built in accordance with Rules for Mobile Offshore Unit (Pt.5, Vol.VI), Sec.12.A

– Rescue:  to be assigned to rescue ships.

– Lifeboat: to be assigned for emergency evacuation in the event of a disaster aboard a ship. 

– Offshore Crane: to be assigned for unit engaged in the operation for the lifting of heavy loads in oil 
drilling and/or production operations or offshore construction.

– Power Service: to be assigned for vessels (including units, installations and converted vessels) 
intended to mount the power plant whose generated power is transferred or distributed externally 
that comply with full requirements of Rules for Mobile Offshore Unit (Pt.5, Vol.VI) Sec.12, F.1-F.4 and 
F.6.

– Aquaculture :  to be assigned for unit  pr imari ly  intended for farming of  aquatic  
organisms in offshore areas but not l imited at  sea involving interventions in the 
rearing process to enhance production.  

2.4 Additional notation

– FF1 : Equipment for fighting fires in the initial stage and performing rescue operations in the 
immediate vicinity of the installation on fire.

– FF2 : Equipment for sustained fighting of large fires and for cooling parts of the installation on fire.

– FF3 : Corresponding to FF2, but with greater fire-extinguishing capacity and more comprehensive 
fire-extinguishing equipment.

– FF1/2 or FF1/3 : Equipment corresponding to FF2 or FF3 and additionally suited for rescue operations 
as per FF1.

Remarks:

1. Where a ship carries more than 12 passengers, as defined in SOLAS, the ship should not be considered a 
special purpose ship as it is a passenger ship as defined by SOLAS.

2. Examples: 

 M100 H P Special Service Ship (SPS), Research

 M100 H P Special Service Ship, Seismic Survey

 M100 H P Special Service Ship, Fish Carrier
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 M100 H P Special Service Ship, Patrol

 M100 H P Special Service Ship, Pilot

 M100 H P Special Service Ship, Mooring

 M100 H P Special Service Ship, Hospital

 M100 H P Special Service Ship, Diving Support

 M100 H P Special Service Ship, Fire Fighter

 W FF2

 M100 V Special Service Ship, Skimmer (Trash)

 M100 V Special Service Ship, Rescue 

 M100 V Special Service Ship, Lifeboat 

 M100 H P Special Service Ship, Offshore Crane 

 M100 H P Special Service Ship, Power Service 

 M100 H P Specia l  Serv ice  Ship,  Aquaculture 
POSMOSYS

---------------------------------------------------------------- end ----------------------------------------------------------------



Pt 0 General
Vol B Guidance for Class Notations

 Guidance Changes Notice No. 1

Biro  K las i f ikas i  Indones ia  –  2022 Page 23

L. Offshore Service Vessel  

1. Offshore Service Vessel

Underlying rules/requirements
Notation Qualifier Special 

notation Design Survey
Offshore 
Service Vessel

Mandatory: 
Yes

N/A  SUPPLY

 AH

 TOW

 Standby

 OR

 CR

 HNLS

 Fire Fighter

 FFC

Rules for Hull (Pt.1, Vol.II) 
Sec. 34

Rules for Classification 
and Survey (Pt.1, Vol.I) 
Sec. 3.

1.1 Description

Offshore Service Vessel : Notation assigned to ships designed for support service to offshore installation 
and built to the requirement of the Rules for Hull (Pt.1, Vol.II) Section 34.

1.2 Qualifiers

– N/A

1.3 Special notation

– SUPPLY : Notation for ships primary engaged in the supply of stores such as water and fuel oil, 
materials and equipment to offshore installations and which is designed with accommodation and 
bridge erections in the forward part and an exposed cargo deck in the aft part for the handling of 
cargo at sea.

– AH : Notation for anchor handling ships of ships engaged in  the installation, moving and taking up of 
the mooring anchors of mobile offshore drilling units, dredgers, etc. 

– TOW : Notation assigned for ships engaged in towing service, see Rules for Hull (Pt.1, Vol.II) Sec. 27.

– Standby : Notation assigned to ships engaged in standby and rescue operations.

– OR : Notation assigned to ships with system to recover oil spilled on the surface of the water and/or 
a storage system for recovered oils and complying with the Rules for Oil Recovery Vessel (Pt.3, Vol.I).

– CR : Chemical recovery and transportation

– HNLS : Notation for ships carrying hazardous and noxious liquid substances and complying with the 
requirement of Rules for Ships Carrying Dangerous Chemical in Bulk (Pt.1, Vol.X), Section 20.

– Fire Fighter: to be assigned to fire-fighting ships Notation assigned to ships with addit ional  
f i re f ighting operation. These ships fitted with equipment complying with the Regulation for 
Equipment on Fire Fighting Ships Guidance for Equipment on Fire Fighting Ships (Pt.4,  
Vol .C)  will, depending on the size and purpose of the equipment provided, have one of the 
additional notations in 1.4 affixed to the Character of Classification for the machinery installation. 

– FFC:   Notation for ship equipped with some f ire f ighting capabi l i ty  in addit ion to 
their  regular  service,  but  not in ful l  compliance with or not specif ical ly  bui lt  for  
the service intended to be covered by the Guidance for Equipment on Fire Fighting Ships 
(Pt.4, Vol.C).
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1.4 Additional notation

– FF1 : Equipment for fighting fires in the initial stage and performing rescue operations in the 
immediate vicinity of the installation on fire.

– FF2 : Equipment for sustained fighting of large fires and for cooling parts of the installation on fire.

– FF3 : Corresponding to FF2, but with greater fire-extinguishing capacity and more comprehensive 
fire-extinguishing equipment.

– FF1/2 or FF1/3 : Equipment corresponding to FF2 or FF3 and additionally suited for rescue operations 
as per FF1.

The relevant additional notation for hull and machinery item see Section 3.

Remarks:

1. Examples: 

 M100 H P Offshore Service Vessel, SUPPLY, HNLS

 M100 H P Offshore Service Vessel, AH, TOW, SUPPLY, F i re  F ighter

 W FF2

 M100 H P Offshore Serv ice  Vessel ,  AH,  TOW, SUPPLY,  FFC

---------------------------------------------------------------- end ----------------------------------------------------------------
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M. Pontoon and Barge 

1. Pontoon

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey
Pontoon

Mandatory: 
Yes

N/A  Container 

 Dry Bulk Cargo 

 General Dry Cargo 

 Floating Pier

 Rules for Hull (Pt.1, Vol.II), 
Sec.31

 Rules for Mobile Offshore 
Unit (Pt.5, Vol.VI) Sec.12

 Petunjuk Konstruksi dan 
Fasilitas Pelabuhan (Pt.10, 
Vol.A)

 Rules for Classification 
and Survey (Pt.1, Vol.I) 
Sec. 3

 Rules for Classification 
and Survey (Pt.5, Vol.I) 
Sec. 3.I

 Rules for Mobile Offshore 
Unit (Pt.5, Vol.VI) Sec.2

1.1 Description

Pontoon: Notation assigned to unmanned or manned floating units with following characteristics:

– non-propelled unit

– the ratios of the main dimensions of pontoons deviate from those usual for seagoing ships.

– they are designed to usually carry deck load or working equipment (e.g. lifting equipment, rams etc.) 
and have no holds for the carriage of cargo.

1.2 Qualifiers

– N/A

1.3 Special notation

– Container: Notation assigned to pontoon which is constructed primarily for the carriage of 
containers. Pontoon is  characterized by f ixed stowage appl iances in the form of cel l  
guides as wel l  as  f ixed container foundations on the deck.

– Dry Bulk Cargo: Notation assigned to pontoon which is constructed primarily for the carriage of dry 
bulk cargoes.

– General Dry Cargo: Notation assigned to pontoon which is constructed primarily for the carriage of 
general dry cargoes.

– Floating Pier: Notation assigned to pontoon has mooring equipment, loading apparatus, etc. for 
loading or unloading and has bridges for access from the shore.

1.4 Additional notation

– DL (maximum deck loading), see Section 3.A.2

Remarks:

1. Example: 

 M100 H P  Pontoon, Dry Bulk Cargo
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 M100 H P Pontoon, General Dry Cargo

DL = 3 t/m2

 M100 T Pontoon, Floating Pier
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2. Barge

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey

 Hatch coverless,max 
Hs …m

 <None>

 Linked Pusher Barge
 Container
 Sand
 Crane
 Accommodation
 Piling
 Salvage
 Waste
 Log
 Oil Recovery
 Heavy Cargo
 Water
 Dry Bulk Cargo
 General Dry Cargo
 Floating Transfer
 Work 
 Mud

 Rules for Hull 
(Pt.1, Vol.II) Sec. 
31.

 Rules for 
Mobile Offshore 
Unit (Pt.5, 
Vol.VI) Sec.12

 Peraturan Kapal 
Domestik (Pt.8, 
Vol.I)

 Rules for 
Classification and 
Survey (Pt.1, Vol.I) 
Sec. 3.

N/A  Pipe Layer
 Cable Layer 
 Well Stimulation 
 Offshore Crane
 Power Service

 Rules for 
Mobile Offshore 
Unit (Pt.5, 
Vol.VI) Sec.12

Rules for 
Classification and 
Survey (Pt.5, Vol.I) 
Sec. 3.I

Rules for Mobile 
Offshore Unit (Pt.5, 
Vol.VI) Sec.2

N/A  Hopper
 Split Hopper

 Rules for Hull 
(Pt.1, Vol.II) Sec. 
32.M.

 Rules for 
Classification and 
Survey (Pt.1, Vol.I) 
Sec. 3.

 FP < 60 C

 FP > 60 C

 Oil 

(See also Oil Tanker)

 Rules for Hull 
(Pt.1, Vol.II) Sec. 
24 and 31.

 Rules for 
Classification and 
Survey (Pt.1, Vol.I) 
Sec. 3 and Section 
4-I.

Barge

Mandatory: 
Yes

 FP < 60 C

 FP > 60 C
 <None>

 Chemical (Type of 
tank, Type of barge, 
Specific cargo)
(See also Chemical 
Tanker)

 Rules for Hull 
(Pt.1, Vol.II) Sec. 
31.

 Rules for Ships 
Carrying 
Dangerous 
Chemical in 

 Rules for 
Classification and 
Survey (Pt.1, Vol.I) 
Sec. 3 and Section 
4-I.
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Bulk (Pt.1, 
Vol.X).

N/A  Asphalt  Rules for Hull 
(Pt.1, Vol.II) Sec. 
24 and Sec.31

 Rules for 
Classification and 
Survey (Pt.1, Vol.I) 
Sec. 3 and Section 
4-I.

N/A  LPG Tank  Rules for Hull 
(Pt.1, Vol.II) 
Sec.31

 Rules for  
Ships 
Carrying 
L iquefied 
Gas in Bulk 
(Pt.1,  Vol . IX)

 Rules for 
Classification and 
Survey (Pt.1, Vol.I) 
Sec. 3 and Section 
4-I.

N/A  Aquaculture  Guidel ines  for  
Aquaculture 
(Pt .5 ,  Vol .4)

 Guidel ines  for  
Aquaculture 
(Pt .5 ,  Vol .4)  

2.1 Description

Barge : Notation assigned to unmanned or manned vessels, normal ly  without self-propuls ion,  
sailing in pushed or towed units with following characteristics:

– non-propelled unit but may be installed with insufficient propulsion, see Section 3.B.2;

– the ratios of the main dimensions of barges are in a range usual for seagoing ships;

– their construction complies with the usual construction of seagoing ships;

– their cargo holds are suitable for the carriage of dry or liquid cargo.

– their cargo may be put on deck

2.2 Qualifiers

– FP ≤ 60 oC : assigned to Tankers intended to carry oil in bulk having a flashpoint (closed cup test) on 
and below 60°C.

– FP > 60 oC : Where it is intended to carry liquids having a flash point (closed cup test) above 60°C only

– Hatch coverless, max Hs =…m: Assigned for domestic Indonesian waterways barges equipped with 
the appropriate facilities. Refers to Peraturan Kapal Domestik (Bag.8, Vol.I).

2.3 Special notation

– Linked Pusher Barge : Notation assigned to barges which are connected and operated by pusher tug.

– Container : Notation assigned to barges which are constructed primarily for the carriage of 
containers. Barge is  characterized by f ixed stowage appl iances in the form of cel l  
guides as wel l  as  f ixed container foundations on the deck.

– Sand : Notation assigned to barges which are constructed primarily for the carriage of sand
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– Crane : Notation assigned to barges with instal led permanent crane (with pedestal  or  
movable crane f ixed to hul l  structure)  engaged in lifting heavy loads and moving such loads 
vertically and horizontally. 

– Accommodation : Notation assigned to barges which are constructed intended for the 
accommodation of persons who are industrial personnel, engaged in some aspect of offshore or 
related employment, excluding members of the crew. 

– Piling : Notation assigned to barges carrying out piling works.

– Salvage : Notation assigned to barges carrying out salvage works.

– Waste : Notation assigned to barges primarily for the carriage of waste.

– Log : Notation assigned to barges primarily for the carriage of logs.

– Oil Recovery : Notation assigned to barges carrying out oil recovery works.

– Heavy Cargo : Notation assigned to barges which are constructed for the carriage of heavy cargoes.

– Water : Notation assigned to barges intended for the carriage of liquid cargoes (water) in tanks 
integrated with their hull structures.

– Oil : Notation assigned to barges which are constructed primarily for the carriage of oil in bulk.

The relevant qualifiers as well as Special notations are also to be assigned to this notation in the same 
manner for those of Oil Tanker.

ASSPRO as addit ional  notation for oil barge is applicable only to barges having a size of 5000 GT 
and less or having the high (H) of 6,5 m and less. For ship type “Barge,  Oi l/Chemical/Dry 
Bulk Cargo” assigned with this  addit ional  notat ion wi l l  be exempted from 
requirement of  ESP Code.  

– Chemical : Notation assigned to barges which are constructed primarily for the carriage of chemicals 
in tanks integrated with their hull structure (liquid cargoes listed in the Rules for Ships Carrying 
Dangerous Chemical in Bulk (Pt.1, Vol.X) Section 17.

The relevant qualifiers as well as Special notations are also to be assigned to this notation in the same 
manner for those of Chemical Tanker. 

– Hopper Unit : Notation assigned to barge intended to carry out dredging operation and having one 
or more hopper spaces in the midship region, or suction pipe well.

– Split Hopper Unit : Notation assigned to hopper barge which opens longitudinally around hinges.

– Dry Bulk Cargo : Notation assigned to barges which are constructed primarily for the carriage of dry 
bulk cargoes.

– General  Dry Cargo:  Notation assigned to barge which is  constructed primari ly  for  
the carr iage of  general  dry cargoes .

– Floating Transfer : Notation assigned to barge which are constructed primary for the carriage of dry 
bulk cargoes and located in a fix position as floating transfer unit.

– Work:  Notation assigned to barge which is  intended for work services .

– Mud : Notation assigned to barge which are constructed primary for the carriage of mud.

– Pipe Layer : Notation assigned to barges carrying out pipe laying works.

– Cable Layer : Notation assigned to barges carrying out cable laying works

– Well Stimulation: Notation assigned to barge equipped for intervention at subsea wells with the aim 
to improve the operational well performance.

– Offshore Crane: Notation assigned to barge engaged with installed permanent crane in the operation 
for the lifting of heavy loads in oil drilling and/or production operations or offshore construction.
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– Power Service : Notation assigned to barge intended to mount the power plant whose generated 
power is transferred or distributed externally that comply with full requirements of Rules for Mobile 
Offshore Unit (Pt.5, Vol.VI) Sec.12, F.1-F.4 and F.6.

– Asphalt :  Notation assigned to barge intended to carry Asphalt

– LPG Tank:  Notation assigned to barge intended to carry LPG Tank

– Aquaculture :  Notation assigned to barge primari ly  intended for farming of  aquatic  
organisms in offshore areas but not l imited at  sea involving interventions in the 
rearing process to enhance production.  

2.4 Additional notation

Additional Notation concerning material, hull item and machinery item, see Section 3.

Remarks:

1. Barges may be qualified with more than one Special notation. 

2. Examples: 

 M100 H P BARGE, Accommodation

 M100 H P BARGE (FP > 60C), Oil

 M100 H P BARGE (FP > 60C), Chemical (Type 2, 2G, Palm Oil)

 M100 H P BARGE, Container and Crane

 M100 H P BARGE, Pipe Layer and Cable Layer and Salvage

 M100 H P BARGE, Split Hooper

 Y ASSPRO

 M100 H P BARGE (FP > 60C), Oil

 Y ASSPRO





M100

Y

H P BARGE (Hatch coverless, max Hs 7 m), Container
ASSPRO

 M100 H P BARGE,  Aquaculture
POSMOSYS
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3. Self  Propel led Barge

Under ly ing  ru les/requirements
Notat ion Qual i f ier Specia l  notat ion

Design Survey

 Hatch 
cover less ,m
ax Hs  …m

 <None>

 Container

 Sand

 Crane

 Accommodat ion

 Pi l ing

 Salvage

 Waste

 Log

 Oi l  Recovery

 Heavy Cargo

 Water

 Dry Bulk  Cargo

 Deck Cargo

 General  Dry  Cargo

 Work  

 Mud

 Rules  for  Hul l  
(Pt .1 ,  Vol . I I )  Sec.  
31.

 Rules  for  Mobi le  
Offshore Unit  
(Pt .5 ,  Vol .VI )  
Sec.12

 Peraturan Kapal  
Domest ik  (Pt .8 ,  
Vol . I )

 Rules  for  
C lass i f icat ion 
and Survey (Pt .1 ,  
Vol . I )  Sec.  3 .

N/A  Pipe Layer

 Cable  Layer

 Well  St imulat ion

 Offshore Crane

 Power Serv ice

 Rules  for  Mobi le  
Offshore Unit  
(Pt .5 ,  Vol .VI )  
Sec.12

 Rules  for  
C lass i f icat ion 
and Survey (Pt .5 ,  
Vol . I )  Sec.  3 . I

 Rules  for  Mobi le  
Offshore Unit  
(Pt .5 ,  Vol .VI )  
Sec.2

Sel f  
Propel led 
Barge

N/A  Hopper

 Spl i t  Hopper

 Rules  for  Hul l  
(Pt .1 ,  Vol . I I )  Sec.  
32.M.

 Rules  for  
C lass i f icat ion 
and Survey (Pt .1 ,  
Vol . I )  Sec.  3 .

N/A  Asphalt  Rules  for  Hul l  
(Pt .1 ,  Vol . I I )  Sec.  
24 and Sec.31

 Rules  for  
C lass i f icat ion 
and Survey (Pt .1 ,  
Vol . I )  Sec.  3  and 
Sect ion 4- I .

N/A  LPG Tank  Rules  for  Hul l  
(Pt .1 ,  Vol . I I )  
Sec.31

 Rules  for  Ships  
Carry ing L iquef ied 
Gas  in  Bulk  (Pt .1 ,  
Vol . IX)

 Rules  for  
C lass i f icat ion 
and Survey (Pt .1 ,  
Vol . I )  Sec.  3  and 
Sect ion 4- I .

3.1 Descript ion

Self  Propel led Barge :  Notation assigned to barge not carrying oi l  or  chemical  cargo 
sai l ing with fol lowing characterist ics:
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– self-propel led unit  with l imitat ion as fol lows:

– operated only in restr icted service area.

– having the maximum speed not exceeding 9 knots.

– having length not exceeding 120 meters.

– the rat ios of  the main dimensions of  barges are in a range usual  for  seagoing ships;

– their  construct ion complies with the usual  construct ion of  seagoing ships;

– their  cargo holds are suitable for  the carr iage of  dry cargo.

– their  cargo may be put on deck

Other than characterist ics  as mentioned above,  self-propel led barge should meet with 
the safety requirements as usual  ships.

3.2 Qual i f iers

– Hatch coverless,  max Hs  =…m: Assigned for domestic  Indonesian waterways barges 
equipped with the appropriate faci l i t ies.  Refers to Peraturan Kapal Domestik (Bag.8, 
Vol.I).

3.3 Special  notat ion

– Container :  Notation assigned to barges which are constructed primari ly  for  the 
carr iage of  containers.  Barge is  characterized by f ixed stowage appl iances in the 
form of cel l  guides as wel l  as  f ixed container foundations on the deck.

– Sand :  Notation assigned to barges which are constructed primari ly  for  the carr iage 
of  sand

– Crane :  Notation assigned to barges with instal led permanent crane (with pedestal  
or  movable crane f ixed to hul l  structure)  engaged in l i f t ing heavy loads and moving 
such loads vert ical ly  and horizontal ly .  

– Accommodation :  Notation assigned to barges which are constructed intended for 
the accommodation of  persons who are industr ia l  personnel,  engaged in some 
aspect of  offshore or related employment,  excluding members of  the crew. 

– Pi l ing :  Notation assigned to barges carrying out pi l ing works.

– Salvage :  Notation assigned to barges carrying out salvage works.

– Waste :  Notation assigned to barges primari ly  for  the carr iage of  waste.

– Log :  Notation assigned to barges primari ly  for  the carr iage of  logs.

– Oil  Recovery :  Notation assigned to barges carrying out oi l  recovery works.

– Heavy  Cargo :  Notation assigned to barges which are constructed for the carr iage 
of  heavy cargoes.

– Water :  Notation assigned to barges intended for the carr iage of  l iquid cargoes 
(water)  in tanks integrated with their  hul l  structures.

– Dry  Bulk  Cargo :  Notation assigned to barges which are constructed primari ly  for  
the carr iage of  dry bulk cargoes.

– Deck  Cargo :  Notation assigned to barges that is  designed to carry cargo exclusively 
above deck without any access for  cargo below deck.

– General  Dry Cargo:  Notation assigned to barge which is  constructed primari ly  for  
the carr iage of  general  dry cargoes .

– Work:  Notation assigned to barge which is  intended for work services .
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– Floating Transfer :  Notation assigned to barges which are constructed primary for 
the carr iage of  dry bulk cargoes and located in a f ix  posit ion as f loat ing transfer 
unit .

– Mud :  Notation assigned to barges which are constructed primary for the carr iage 
of  mud.

– Hopper :  Notation assigned to barges intended to carry out dredging operation and 
having one or more hopper spaces in the midship region,  or  suct ion pipe wel l .

– Spl it  Hopper :  Notation assigned to hopper barges which opens longitudinal ly  
around hinges.

– Pipe Layer :  Notation assigned to barges carrying out pipe laying works.

– Cable Layer:  Notation assigned to barges carrying out cable laying works

– Well  St imulat ion:  Notation assigned to barge equipped for intervention at  subsea 
wel ls  with the aim to improve the operational  wel l  performance.

– Offshore Crane :  Notation assigned to barge engaged with instal led permanent 
crane in the operation for the l i f t ing of  heavy loads in oi l  dr i l l ing and/or 
production operations or offshore construct ion.

– Power Service :  Notation assigned to barge intended to mount the power plant 
whose generated power is  transferred or distr ibuted external ly  that comply with 
ful l  requirements of  Rules for  Mobi le Offshore Unit  (Pt.5,  Vol .VI)  Sec.12,  F.1-F.4 
and F.6.

– Asphalt :  Notation assigned to barge intended to carry Asphalt

– LPG Tank:  Notation assigned to barge intended to carry LPG Tank

3.4 Addit ional  notat ion

– ECC :  Equipped for Carr iage of  Containers,  see Section 3.A.3

Addit ional  Notation concerning material ,  hul l  i tem and machinery i tem, see Section 3.

Remarks:

1. Se l f  Propel led Barges  may be qual i f ied  with  more than one Spec ia l  notat ion.  

2 . Examples:  

 M100 H P Sel f  Propel led Barge,  Accommodat ion

 M100 H P Sel f  Propel led Barge,  Conta iner  and Crane

 M100 H P Sel f  Propel led Barge,  P ipe Layer  and Cable  Layer  and Sa lvage

 M100 H P Sel f  Propel led Barge,  Spl i t  Hooper

 M100 H P Sel f  Propel led Barge (Hatch cover less ,  max Hs  7  m),  Conta iner

 M100 H P Sel f  Propel led Barge,  Deck Cargo
ECC

---------------------------------------------------------------- end ----------------------------------------------------------------
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P. Landing Craft

1. Landing Craft 

Underlying rules/requirements
Notation Qualifier Special 

notation Design Survey

Landing Craft

Mandatory: 
Yes

N/A  Equipped for 
Carriage of 
Containers

 Equipped for 
Carriage of ISO 
Tank 
Containers 

 <none> N/A

 Rules for Hull (Pt.1, Vol.II). 

 Rules for Stowage and 
Lashing of Containers (Pt.4, 
Vol.I)

 Guideline for Freight 
Container (Pt.6, Vol.8) 

Rules for Classification and 
Survey (Pt.1, Vol.I) Sec. 3.

1.1 Description

Landing Craft : Notation assigned to ships constructed for carriage of deck cargo and equipped with ramp 
door.

1.2 Qualifiers

– N/A

1.3 Special notation

– Equipped for Carriage of Containers: Assigned for Landing Craft carrying containers occasionally or 
as part of cargo only, and equipped with the appropriate facilities.

– Equipped for Carriage of ISO Tank Containers: Assigned for Landing Craft carrying ISO Tank containers 
occasionally or as part of cargo only, and equipped with the appropriate facilities. Requirements of 
the specific tank containment e.g. IMDG Code, National Regulation, SOLAS II-2 Reg. 19, etc. are to be 
applied.

– N/A

1.4 Additional notation

– ECC :  Equipped for Carr iage of  Containers,  see Section 3.A.3

– ECIC :  Equipped for Carr iage of  ISO Tank Containers,  see Section 3.A.3

The relevant addit ional  notat ion for Concerning to hull and machinery item, see Section 3.

Remarks:

1. Example: 

 M100 H P Landing Craft

 M100 H P Landing Craft, Equipped for Carriage of Containers
ECC

 M100 H P Landing Craft, Equipped for Carriage of ISO Tank Containers
ECIC

---------------------------------------------------------------- end ----------------------------------------------------------------
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T. Floating Offshore Structure 

2. Specific Offshore Unit  

2.1 Self-Elevating Unit

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey

Self-Elevating 
Unit

Mandatory:
Yes

 N/A  <none>

 Accommodation 

 Offshore Crane

 Power Service
 Aquaculture

 Rules for Mobile 
Offshore Unit (Pt.5, 
Vol.VI), Sec.12

 Guidel ines  for  
Aquaculture (Pt .5 ,  
Vol .4)  

 Rules for 
Classification and 
Survey (Pt.5, Vol.I)

 Guidel ines  for  
Aquaculture 
(Pt .5 ,  Vol .4)  

2.1.1 Description

Self-Elevating Unit: Notation for units equipped with legs which are capable of raising the hull above the 
sea surface by means of a jack-up system. These units have hulls with sufficient buoyancy and they are also 
known as jack-up units. The movable legs of a self-elevating unit are supported on the sea-bed when in the 
elevated condition and may be equipped with enlarged sections or footings to reduce the soil penetration 
or may be attached to a bottom pad or mat. 

This notation is assigned to mobile offshore unit capable of engaging in offshore operation other than 
drilling, storage, production, having a hull with sufficient buoyancy to transport the unit to the desired 
location.

2.1.2 Qualifiers

N/A

2.1.3 Special notation

– Accommodation: unit primarily intended for the accommodation of persons who are industrial 
personnel, engaged in some aspect of offshore or related employment, excluding members of the 
crew. It denotes accommodation units designed and built in accordance with Rules for Mobile 
Offshore Unit (Pt.5, Vol.VI), Sec.12.C.

– Offshore Crane: unit engaged in the operation for the lifting of heavy loads in oil drilling and/or 
production operations or offshore construction. It denotes crane units designed and built in 
accordance with Rules for Mobile Offshore Unit (Pt.5, Vol.VI), Sec.12.E.

– Power Service: unit intended to mount the power plant whose generated power is transferred or 
distributed externally that comply with full requirements of Rules for Mobile Offshore Unit (Pt.5, 
Vol.VI) Sec.12, F.1-F.4 and F.6.

– Aquaculture :  unit  pr imari ly  intended for farming of  aquatic  organisms in offshore 
areas but not l imited at  sea involving interventions in the rearing process to 
enhance production.  

2.1.4 Additional notation

The relevant additional notation for hull and machinery item see Section 3.
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Remarks:

1. Special notation is mandatory. 

2. Example:

 M100 Self-Elevating Unit, Accommodation 

 M100 Self-Elevating Unit, Offshore Crane

 M100 Self-Elevating Unit, Power Service 

 M100 H Sel f -E levat ing  Unit ,  Aquaculture 
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2.2 Column Stabilized Unit

Underlying rules/requirements
Notation Qualifier Special notation

Design Survey

Column 
Stabilized Unit

Mandatory:
Yes

N/A  <none>

 Accommodation 

 Offshore Crane 

 Cable Layer 

 Pipe Layer

 Power Service
 Aquaculture

 Rules for Mobile 
Offshore Unit (Pt.5, 
Vol.VI), Sec.12

 Guidel ines  for  
Aquaculture (Pt .5 ,  
Vol .4)  

 Rules for 
Classification and 
Survey (Pt.5, Vol.I)

 Guidel ines  for  
Aquaculture 
(Pt .5 ,  Vol .4)

2.2.1 Description

Column Stabilized Unit: Notation for mobile offshore units with an upper structure connected to the 
underwater hulls or footings by widely spaced columns. Column Stabilized Units depend upon the buoyancy 
of the columns, lower hulls or footings for flotation stability for all modes of operation afloat or in the 
raising or lowering the unit, as may be applicable.

This notation is assigned to mobile offshore unit capable of engaging in offshore operation other than 
drilling, storage, production, or handling of hydrocarbons having a hull with sufficient buoyancy to 
transport the unit to the desired location.

2.2.2 Qualifiers

N/A

2.2.3 Special notation

– Accommodation: unit primarily intended for the accommodation of persons who are industrial 
personnel, engaged in some aspect of offshore or related employment, excluding members of the 
crew. It denotes accommodation units designed and built in accordance with Rules for Mobile 
Offshore Unit (Pt.5, Vol.VI), Sec.12.C.

– Offshore Crane: unit engaged in the operation for the lifting of heavy loads in oil drilling and/or 
production operations or offshore construction. It denotes crane units designed and built in 
accordance with Rules for Mobile Offshore Unit (Pt.5, Vol.VI), Sec.12.E.

– Cable Layer: unit primarily intended for subsea cable installation. It denotes cable laying units 
designed and built in accordance with Rules for Mobile Offshore Unit (Pt.5, Vol.VI), Sec.12.A

– Pipe Layer: unit primarily intended for subsea pipeline installation. It denotes pipe layer units 
designed and built in accordance with Rules for Mobile Offshore Unit (Pt.5, Vol.VI), Sec.12.A

– Power Service: unit intended to mount the power plant whose generated power is transferred or 
distributed externally that comply with full requirements of Rules for Mobile Offshore Unit (Pt.5, 
Vol.VI) Sec.12, F.1-F.4 and F.6.

– Aquaculture :  unit  pr imari ly  intended for farming of  aquatic  organisms in offshore 
areas but not l imited at  sea involving interventions in the rearing process to 
enhance production.
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2.2.4 Additional notation

The relevant additional notation for hull and machinery item see Section 3.

Remarks:

1. Special notation is not mandatory. 

2. Example:  

 M100 H Column Stabilized Unit

 M100 H Column Stabilized Unit, Offshore Crane 

 M100 H Column Stabilized Unit, Cable Layer 

 M100 H Column Stabilized Unit, Accommodation

 M100 H Column Stabilized Unit, Power Service

 M100 H Column Stabi l i zed Unit ,  Aquaculture
POSMOSYS

---------------------------------------------------------------- end ----------------------------------------------------------------
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6.  F loating Aquaculture Instal lat ion 

Under ly ing  ru les/requirements
Notat ion Qual i f ier Specia l  

notat ion Design Survey

Float ing 
Aquaculture 
Insta l lat ion

 Spar-Type

 Column-
Stabi l i zed 
Type

 Ship-Type

 Manned

 Unmanned

 Guidel ines  for  
Aquaculture (Pt .5 ,  
Vol .4)

 Guidel ines  for  
Aquaculture (Pt .5 ,  
Vol .4)

6.1 Descript ion

Floating Aquaculture Instal lat ions:  The notations are assigned to a f loat ing offshore 
structure primari ly  intended for farming of  aquatic  organisms in offshore areas but not 
l imited at  sea involving interventions in the rearing process to enhance production.  

POSMOSYS (Posit ion Mooring System) as addit ional  notat ion (see Sec.3.A.12) is  
mandatory for this  instal lat ion.  However,  for  the extraordinary cases,  this  addit ional  
notat ion may be waived with special  consideration by BKI .

6.2 Qual i f iers

– Spar-Type :  An instal lat ion possessing a deep draft ,  vert ical  f loat ing structure,  
usual ly  of  cyl indrical  shape,  support ing a topside structure ( i f  any)  and moored to 
the seaf loor.  The hul l  can be div ided into upper hul l ,  mid-sect ion and lower hul l .

– Column-Stabi l ized Type  An instal lat ion consist ing of  surface piercing columns,  
submerged pontoons and a deck supported at  column tops.  Buoyancy is  provided 
by the submerged pontoons,  surface piercing columns and braces,  i f  any

– Ship Type :  Ship type is  s ingle displacement hul ls ,  e ither ship-shaped or barge-
shaped instal lat ion with or without the s ide or bottom structure.

6.3 Special  notat ion

– Manned :  A manned aquaculture instal lat ion is  one with permanent occupied l iv ing 
accommodations or one that requires the continuous attendance of  personnel  for  
more than 12 hours in successive 24-hour periods.

– Unmanned :  An unmanned aquaculture instal lat ion which is  unattended, but which 
may be vis ited regular ly,  and where its  operations are al igned with requirements 
from the national  authority and owner's  c lassi f icat ion of  pre-determined r isk 
severity (e.g.  safety level  may be considered that operation can be shut- in during 
the design environmental  event,  equivalent to the medium exposure level  (L2)  as 
def ined in ISO 19904-1)

Such instal lat ions are provided with accommodation that is  suitable for  the 
intended vis its  to the instal lat ion

6.4 Addit ional  notat ion

The relevant addit ional  notat ion for hul l  and machinery i tem see Section 3.

Remarks:

1. Example:   
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 M100 Float ing Aquaculture Insta l lat ion (Spar-Type) ,  Manned
POSMOSYS,  IW,  in  Natuna F ie ld

 M100 Float ing Aquaculture Insta l lat ion (Column Stabi l i zed-Type) ,  Unmanned
POSMOSYS,  IW,  in  Natuna F ie ld

 M100 Float ing Aquaculture Insta l lat ion (Ship-Type) ,  Manned
POSMOSYS,  IW,  in  Natuna F ie ld

---------------------------------------------------------------- end ----------------------------------------------------------------
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U. Fixed Offshore Structure

1.  F ixed Offshore Structure

Underlying rules/requirements
Notation Qualifier Special 

notation Design Survey

Fixed Offshore 
Structure 

Mandatory:
Yes

 Pile 
Foundation

 Gravity 
Foundation

N/A  Rule for Structure (Pt.5, 
Vol.II).

 Rules for Fixed Offshore 
Installation (Pt.5, Vol.VII), 
Sec.2

 Rules for Fixed Offshore 
Installation (Pt.5, Vol.VII), 
Sec.3

 Rules for Fixed Offshore 
Installation (Pt.5, Vol.VII), 
Sec.4

 Rules for Classification and 
Survey (Pt.5, Vol.I), Sec.5

1.1 Description 

Fixed Offshore Structure: The notation is assigned to offshore structure that pay load is supported by a 
foundation bearing capacity. 

1.2 Qualifiers  

– Pile Foundation: Notation for structures fixed on the sea-bed by means of piles

– Gravity Foundation: Notation for structures supported on the sea-bed by action of gravity only.

1.3 Special notation

N/A

1.4 Additional notation

The relevant additional notation for hull and machinery item see Section 3.

Remarks:

1. Example:

 M100 Fixed Offshore Structure (Pile Foundation)

 M100 Fixed Offshore Structure (Gravity Foundation)
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2.  F ixed Aquaculture Instal lat ion

Under ly ing  ru les/requirements
Notat ion Qual i f ier Specia l  

notat ion Design Survey

Fixed 
Offshore 
Insta l lat ion 

 Pi le  
Foundat ion

 Gravity  
Foundat ion

 Manned

 Unmanned

 Rule  for  Structure 
(Pt .5 ,  Vol . I I ) .

 Rules  for  F ixed 
Offshore Insta l lat ion 
(Pt .5 ,  Vol .VI I ) ,  Sec .2

 Rules  for  F ixed 
Offshore Insta l lat ion 
(Pt .5 ,  Vol .VI I ) ,  Sec .3

 Rules  for  F ixed 
Offshore Insta l lat ion 
(Pt .5 ,  Vol .VI I ) ,  Sec .4

 Rules  for  
C lass i f icat ion and 
Survey (Pt .5 ,  Vol . I ) ,  
Sec .5

2.1 Descript ion

Fixed Aquaculture Instal lat ion :  The notation is  assigned to f ixed offshore structure 
primari ly  intended for farming of  aquatic  organisms in offshore areas but not l imited at  
sea involving interventions in the rearing process to enhance production.  

2.2 Qual i f iers  

– Pi le Foundation :  Notation for structures f ixed on the sea-bed by means of  pi les

– Gravity Foundation :  Notation for structures supported on the sea-bed by act ion 
of  gravity only.

2.3 Special  notat ion

– Manned :  A manned aquaculture instal lat ion is  one with permanent occupied l iv ing 
accommodations or one that requires the continuous attendance of  personnel  for  
more than 12 hours in successive 24-hour periods.

– Unmanned :  An unmanned aquaculture instal lat ion which is  unattended, but which 
may be vis ited regular ly,  and where its  operations are al igned with requirements 
from the national  authority and owner's  c lassi f icat ion of  pre-determined r isk 
severity (e.g.  safety level  may be considered that operation can be shut- in during 
the design environmental  event,  equivalent to the medium exposure level  (L2)  as 
def ined in ISO 19904-1)

Such instal lat ions are provided with accommodation that is  suitable for  the 
intended vis its  to the instal lat ion

2.4 Addit ional  notat ion

The relevant addit ional  notat ion for hul l  and machinery i tem see Section 3.

Remarks:

1. Example:

 M100 Fixed Aquaculture Insta l lat ion (P i le  Foundat ion) ,  Unmanned

 M100 Fixed Aquaculture Insta l lat ion (Grav i ty  Foundat ion) ,  Manned

---------------------------------------------------------------- end ----------------------------------------------------------------
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X. Wing in Ground Craft (WIG Craft)

1. WIG 

Under ly ing  ru les/requirements
Notat ion Qual i f ier Specia l  

notat ion Design Survey

WIG  A

 WH 
H S 0 /H S 1

 Passenger

 Cargo

 Rules  for  
C lass i f icat ion and 
Construct ion of  Wing 
In  Ground (Pt .3 ,  
Vol .VI I I ) .  

 Rules  for  C lass i f icat ion 
and Survey (Pt .1 ,  Vol . I )  
Sec.  3 .

 Rules  for  C lass i f icat ion 
and Construct ion of  
Wing In  Ground (Pt .3 ,  
Vol .VI I I ) .  

1.1 Descript ion

WIG :   to be assigned to the craft  which,  in i ts  main operational  mode is  supported clear 
above the water or ground by l i f t  forces generated by the ground-effect  between that 
surface and one or more air  foi ls  forming part  of  the structure of  the craft ,  and which 
is  not capable of  sustained f l ight outside of  that ground- effect.

1.2 Qual i f iers

– A :  type A WIG craft  means a WIG craft  that operates only within the ground-effect.

– WH H S 0/H S 1 :   is  wave height for  maximum permitted operating condit ions 
expressed in terms of  a s ignif icant wave height HS0 [m] for safe take-off  and 
landing and a s ignif icant wave height HS1 [m] for safe wing in ground-effect  f l ight 
and for safe emergency landing.

1.3 Special  notat ion

– Passenger  :  passenger WIG craft  means any passenger WIG craft:

a) operating on a route where it  has been demonstrated to the sat isfact ion 
of  the f lag and port  States that there is  a  high probabi l i ty  that in the event 
of  an evacuation at  any point of  the route,  a l l  passengers and crew can be 
rescued safely by external  rescue services within the least  of:

– the t ime to prevent persons in survival  craft  from exposure causing 
hypothermia in the worst  intended condit ions,

– the t ime appropriate with respect to environmental  condit ions and 
geographical  features of  the route,  or  

– 4 hours;
b) which has access to weather reports  and can reach a place of  refuge in 

good t ime,  i f  weather condit ions deteriorate and are forecasted to exceed 
the worst  intended condit ions;  and

c) carrying not more than 50 passengers

– Cargo  :  Cargo WIG craft  means any WIG craft  other than passenger WIG craft:

a) with an al l  up weight of  30 t  or  less,  and

b) capable of  maintaining the main functions and safety systems of  
unaffected spaces,
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1.4 Addit ional  notat ion

The relevant addit ional  notat ion for hul l  and machinery i tem, see Sect ion 3.

Remarks:

1. Example:  

 M100 H P WIG (A,  WH 0,5/2,0) ,  Passenger  

 M100 H P WIG (A,  WH 0,5/2,0) ,  Cargo

---------------------------------------------------------------- end ----------------------------------------------------------------
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Section 3 Additional Notations

A. Additional Notations for hull 

2. Special hull structural analysis or strengthening 

Underlying Rules Additional 
Notations Qualifier Description

Design Survey

<None> Cargo hold analysis carried out by the 
designer and examined by BKI N/A

(F25)
Fatigue assessment based on 6,25 · 107 
load cycles of North Atlantic Spectrum 
carried out by BKI 1)

N/A

(F30)
Fatigue assessment based on 7,5 · 107 
load cycles of North Atlantic Spectrum 
carried out by BKI 1)

N/A

(ACM)
Additional corrosion margin according to 
detailed listings in the technical file. 
Analysis carried out by BKI.

N/A

RSD

(gFE)

Global finite element analysis which 
mandatory for Container Ships in 
accordance with the Rules for Container 
Ships (Pt.1, Vol.XVIII), Annex B or optional 
for Other Ships in accordance with 
Guidelines for Analysis Techniques 
Strength of Ships (Pt. 1, Vol. 6)

 Rules for 
Hull (Pt.1, 
Vol.II)

 Rules for 
Container 
Ships (Pt. 
1, Vol. 
XVIII), 
Annex B

 Guidelines 
for Hull 
Structures 
and Ship 
Equipment 
(Pt.9, 
Vol.2) Sec. 
4

N/A

COLL 1-6
Ships, the side structures of which are 
specially strengthened in order to resist 
collision impacts

Rules for Hull 
(Pt. 1, Vol. II), 
Sect. 35

N/A

G <None>

For ships with inner bottoms and/or 
coamings and longitudinal bulkheads 
strengthened for the use of grabs

Rules for Hull 
(Pt 1, Vol. II), 
Sect. 23, 
B.4.3.2

N/A

CTC <None>

For Oil Tankers, the cargo tanks of which 
comply with the Rules for Corrosion 
Protection of Crude Oil Cargo Tanks

Guidance for 
the Corrosion 
Protection 
and Coating 
Systems 
(Pt.1, Vol.G)

N/A

CPS <None>

Coating Performance Standard (CPS) is an 
additional notation with objectives 
promoting the effective use of protective 
coatings on Ships and Marines Structures.

Guidance for 
Coating  
Performance 
Standard 
(Pt.7, Vol.G)
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Underlying Rules Additional 
Notations Qualifier Description

Design Survey

DL=…t/m2 <None> Maximum Deck Loading in ton/m2 Rules for Hull 
(Pt.1, Vol.II)

SL=…t <None> Maximum Stack  Load for  
conta iners  in  ton

Rules  for  
Hul l  (Pt .1 ,  
Vol . I I )

WHL=…t <None> Maximum wheel load in ton Rules for Hull 
(Pt.1, Vol.II)

AXL=…t <None> Maximum axle load in ton Rules for Hull 
(Pt.1, Vol.II)

Md=…t/m3 <None> Maximum mass density in ton Rules for Hull 
(Pt.1, Vol.II)

BC-A <None>

For Bulk Carriers designed to carry dry 
bulk cargoes of cargo density of 1,0 t/m3 
and above with specified holds empty at 
maximum draught in addition to BC- B 
conditions.2)

BC-B <None>

For Bulk Carriers designed to carry dry 
bulk cargoes of cargo density of 1,0 t/m3 
and above with all cargo holds loaded in 
addition to BC-C conditions.2)

BC-C <None>
For Bulk Carriers designed to carry dry 
bulk cargoes of cargo density less than 1,0 
t/m3.2)

 Rules for 
Hull (Pt.1, 
Vol.II)

 Rules for 
Bulk 
Carrier and 
Oil Tanker 
(Pt.1, 
Vol.XVII)

Rules for 
Classification 
and Surveys 
(Pt.1 Vol.I)

1 ) Fatigue assessment will be carried out for all hatch opening corners on all deck levels, longitudinal frames and butt welds of 
deck plating and side shell plating (where applicable).

2 ) BC-A, BC-B and BC-C are mandatory additional notations for bulk carriers having CSR notation and length L ≥ 150 m. For non-
CSR bulk carrier may be granted with those notations as requested by Owner.

3. Cargo operation 

Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

STL <None>
For tankers in shuttle service and 
designed with a submerged turret loading 
arrangement

Rules for Hull 
(Pt.1, Vol.II) 
Sec.24 L

N/A

VEC <None>

This Notation may be assigned to tankers 
equipped with vapour return installations 
for the return of volatile organic 
compounds to shore during loading 
operations complying either with:

N/A N/A
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Underlying RulesAdditional 
Notations Qualifier Description

Design Survey
– USCG Regulations for foreign flag 

vessels Title 46 CFR, Part 39 
Vapour Control Systems, or

– IMO MSC/ Circ. 585, Standards 
for vapour emission control 
systems.

LCS <None>

Computer based system for calcubblation 
and control of loading

conditions by means of which it can be 
easily and quickly ascertained that in any 
ballast or load condition

the applicable stability requirements and 
longitudinal and local strength will be 
complied with.

Guidelines 
for 
certification 
of loading 
computer 
system (Pt.4, 
Vol.1)

N/A

ECC <None>

Equipped for  Carr iage of  
Conta iners  i s  ass igned for  sh ips  
( inc luding general  dry  cargo,  
mult i -purpose dry  cargo ship,  
passenger  sh ip  and landing craft ,  
barge and se l f  propel led barge)  
carry ing conta iners  occas ional ly  
or  as  part  of  cargo only ,  and 
equipped with  the appropr iate  
fac i l i t ies .

Guidel ines  
for  
Stowage 
and 
Lashing 
(Pt .4 ,  
Vol . I )  

Rules  for  
C lass i f icat io
n and 
Surveys  (Pt .1  
Vol . I )

ECIC <None>

Equipped for  Carr iage of  ISO Tank 
Conta iners  i s  ass igned for  sh ips  
( inc luding general  dry  cargo,  
mult i -purpose dry  cargo ship,  
passenger  sh ip  and landing craft ,  
barge and se l f  propel led barge)   
carry ing ISO Tank conta iners  
occas ional ly  or  as  part  of  cargo 
only ,  and equipped with  the 
appropr iate  fac i l i t ies .  
Requirements  of  the spec i f ic  tank 
conta inment  e .g .  IMDG Code,  
Nat ional  Regulat ion,  SOLAS I I -2  
Reg.  19,  etc .  are  to  be appl ied.

Guidel ines  
for  
Stowage 
and 
Lashing 
(Pt .4 ,  
Vol . I )

Rules  for  
C lass i f icat io
n and 
Surveys  (Pt .1  
Vol . I )

---------------------------------------------------------------- end ----------------------------------------------------------------

5. Environmental protection and pollution control

Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

BWM (D1) Ballast water exchange
Rules for 
Machinery 
Installations  

Rules for 
Classification and 
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Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

(D2) Ballast water treatment
(Pt.1, Vol.III), 
Sec.11, P.1.6

Surveys (Pt.1 
Vol.I)

EP <None>

Ships  des igned,  constructed,  
and operated in  compliance with the 
applicable requirements of:

– Annexes I, II, III, IV, V, and VI to the 
International Convention for the 
Prevention of Pollution from Ships, 
MARPOL 73/78, as amended

– SOLAS 74/88, as amended: Chapter 
VII "Carriage of dangerous goods, 
International Convention on the 
Control of Harmful Anti-Fouling 
Systems on Ships, 2001"

EP+ <None>

Ships  des igned,  constructed,  
and operated in  compliance with the 
applicable requirements of EP plus:

– "International Convention for the 
Control and Management of Ships’ 
Ballast Water and Sediments, 2004"

– MEPC.179(59), "Guidelines for the 
Development of the Inventory of 
Hazardous Materials"

– MEPC.1 / Circ. 681, "Interim 
Guidelines on the Method of 
Calculation of the Energy Efficiency 
Design Index for New Ships"

– MEPC.1 / Circ. 682, "Interim 
Guidelines for Voluntary 
Verification of the Energy Efficiency 
Design Index"

 Guidance for 
the 
Environmental 
Service 
Systems for 
Ships, Offshore 
Units, Floating 
Installations 
and Liftboats 
(Pt.7 Vol.F)

 Guidelines for 
Ship Operation 
Installations & 
Auxiliary 
Systems (Pt.9, 
Vol.6), Sec.10

 Rules for 
Classification 
and Surveys 
(Pt.1 Vol.I)

 Guidance for 
the 
Environmental 
Service 
Systems for 
Ships, Offshore 
Units, Floating 
Installations 
and Liftboats 
(Pt.7 Vol.F), 
Sec.6

EP-OS <None>

Offshore units ,  f loat ing  
insta l lat ions,  and l i f tboats  
des igned,  constructed,  and 
operated in  compl iance with  the 
appl icable  requirements  of :

– Annexes  I ,  IV ,  V ,  and VI  to  the 
Internat ional  Convent ion for  
the Prevent ion of  Pol lut ion 
from Ships ,  

– MARPOL 73/78,  as  amended,

– Requirements  of  Sect ion 4  of  
the Guidance for  the 
Environmental  Serv ice  
Systems for  Ships ,  Offshore 
Units ,  F loat ing  Insta l lat ions  
and L i f tboats  (Pt .7  Vol .F)

Guidance for  
the 
Environmenta
l  Serv ice  
Systems for  
Ships ,  
Offshore 
Units ,  
F loat ing  
Insta l lat ions  
and L i f tboats  
(Pt .7  Vol .F)

Guidance for  
the 
Environmenta
l  Serv ice  
Systems for  
Ships ,  
Offshore 
Units ,  
F loat ing  
Insta l lat ions  
and L i f tboats  
(Pt .7  Vol .F) ,  
Sec.6
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Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

EP-OS+ <None>

Offshore units ,  f loat ing  
insta l lat ions,  and l i f tboats  
des igned,  constructed,  and 
operated in  compl iance with  
appl icable  requirements  of :

– the EP-OS notat ion and 
Annexes  I ,  IV ,  V ,  and VI  to  the 
Internat ional  Convent ion for  
the Prevent ion of  Pol lut ion 
from Ships ,  

– MARPOL 73/78,  as  amended,

– Requirements  of  Sect ion 5  of  
the Guidance for  the 
Environmental  Serv ice  
Systems for  Ships ,  Offshore 
Units ,  F loat ing  Insta l lat ions  
and L i f tboats  (Pt .7  Vol .F)  

Guidance for  
the 
Environmenta
l  Serv ice  
Systems for  
Ships ,  
Offshore 
Units ,  
F loat ing  
Insta l lat ions  
and L i f tboats  
(Pt .7  Vol .F)

Guidance for  
the 
Environmenta
l  Serv ice  
Systems for  
Ships ,  
Offshore 
Units ,  
F loat ing  
Insta l lat ions  
and L i f tboats  
(Pt .7  Vol .F) ,  
Sec.6
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B. Additional Notations for Machinery

2. Navigation and manoeuvring

Underlying RulesAdditional 
Notations Qualifier Description

Survey Design

0 Loss of position may occur (only 
functionality)

1 Loss of position may occur, meets IMO Class 
1 (nonredundant)

2
No loss of position in the event of a single 
fault in an active component, meets IMO 
Class 2 (redundant)

DP 1)

3

No loss of position in the event of a single 
fault in an active or static component, 
meets IMO Class 3 (redundant installation in 
separate compartments)

 Rules for 
Dynamics 
Positioning 
Systems 
(Pt.4, Vol.II)

 Guidelines 
for 
Propulsion 
Plants (Pt.9, 
Vol.3), 
Sec.7.I.I

Rules for 
Dynamics 
Positioning 
Systems 
(Pt.4, Vol.II) 
Sec.3

O

The ship is designed in compliance with 
the rules for Bridge design on seagoing 
ships on man console for ship operated on 
ocean area.

NAV

OC

The ship is designed in compliance with 
the rules for Bridge design on seagoing 
ships on man console for ship operated on 
ocean areas and coastal waters

Rules for the 
Bridge Design 
on Seagoing 
Ships One 
Man Console 
(Pt.4, Vol.III)

Rules for the 
Bridge Design 
on Seagoing 
Ships One 
Man Console 
(Pt.4, Vol.III)

ASSPRO 3) <None>

This notation Ass isted Propuls ion 
(ASSPRO)  is assigned to a  propuls ion 
system thruster machinery system as 
assisted propulsion on ships or any units 
which are:
– having the service speed not exceeding 

7 knots not  enabl ing  to  proceed at  
a  serv ice  speed greater  than 7  
knots  (ship rated speed in MCR 
condition)2);

– operated only in restricted service area 
L 2 0  ( the d istance to  the nearest  
port  of  refuge and the of fshore 
d istance are  not  exceeding 20 
naut ica l  mi les)  and no l imitat ion 
in  voyage length and not more than 
24-hour operations;

– ship or unit move from 1 location to 
another location within same area 
operation,

– having length not exceeding 200  
meters.

– The thruster machinery systems are to 
comply with the Rules of Seagoing ships.

 Rules for 
Machinery 
Installations 
(Pt.1, Vol.III)

 Rules for 
Electrical 
Installations 
(Pt.1, Vol.IV)

Rules for 
Classification 
and Surveys 
(Pt.1, Vol.I)
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Underlying RulesAdditional 
Notations Qualifier Description

Survey Design
Note:
1) For DP 2 and DP 3 a redundancy concept document (FMEA of basic design) with worst case failure design intent is to be 

submitted in due time.
2) For ship or unit engaged in domestic service, the service speed more than 7 knots may be accepted with subject to special 

approval by BKI.
3) For ship type “Barge, Oil” assigned with this additional notation will be exempted from requirement of ESP Code.  

4. Equipment and design features

Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

LA-A1 (SWL … ton) <None>

The vessel or unit classed by BKI having an 
installed shipboard crane.

For  the operat ion of  the sh ip  or  
insta l lat ion,  such as  e .g . :  

prov is ion cranes,  engine room 
cranes  /  workshop cranes,  hatch 
cover  cranes  hose cranes  

LA-A2 (SWL…ton)  <None>

For  of fshore cranes  not  used for  
cargo-handl ing,  such as  e .g . :  

of fshore work ing cranes  

LA-A3 (SWL…ton)  <None>
For  f loat ing  cranes  not  used for  
cargo-handl ing,  l ike  e .g . :  
mount ing cranes  

LA-B1 (SWL…ton)  <None>

For  sh ip  cranes  for  cargo-handl ing  
us ing spreaders  or  hooks,  such as  
e .g . :  conta iner  cranes,  genera l  
cargo cranes  

LA-B2 (SWL…ton)  <None>

For  cranes  for  cargo-handl ing  at  
sea us ing hooks,  such as  e .g . :  
genera l  cargo cranes,  of fshore 
cranes  according to  A.3.2  

LA-B3 (SWL…ton)  <None>
For  f loat ing  cranes  for  cargo-
handl ing  us ing hooks,  such as  e .g . :  
f loat ing  cargo cranes  

LA-C1 (SWL…ton)  <None>

For  sh ip  cranes  for  cargo-handl ing  
us ing grabs,  hooks  or  spec ia l  loose 
gear ,  such as  e .g . :  grab cranes,  
pa l let  cranes  

LA-C2 (SWL…ton)  <None>
For  sh ip  cranes  for  cargo-handl ing  
of fshore us ing grabs,  such as  e .g . :  
grab cranes,  l ighter  cranes  

LA-C3 (SWL…ton)  <None>

For  f loat ing  cranes  for  cargo-
handl ing  us ing grabs,  such as  e .g . :  
grab f loat ing  cranes,  l ighter  
f loat ing  cranes  

Guidelines 
for 
Certification 
of Lifting 
Appliances 
(Pt.7, Vol.1). 

Guidel ines  
for  
Loading 
Gear  on 
Seagoing 
Ships  and 
Offshore 
Insta l lat io
ns  (Pt .4 ,  
Vol .3)

Guidelines 
for 
Certification 
of Lifting 
Appliances 
(Pt.7, Vol.1). 

Guidel ines  
for  
Loading 
Gear  on 
Seagoing 
Ships  and 
Offshore 
Insta l lat io
ns  (Pt .4 ,  
Vol .3)  

1 Diving support with wetbell and/or basket
DSV

2 Diving support with diving bell
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Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

1 Support for underwater equipment with a 
weight of up to 5 ton

2 Support for underwater equipment with a 
weight of up to 20 ton

3 Support for underwater equipment with a 
weight of up to 80 ton

UES

4 Support for underwater equipment with a 
weight of more than 80 ton

HELIW <None>

Assigned to crew boat equipped with 
helicopter winching operation.

Rules for 
Crew Boat 
(Pt.3, Vol.X)

Rules for 
Classification 
and Surveys 
(Pt.1, Vol.I)

HELIL <None>
Vessels with a helicopter deck intended for 
landing with no provision for storage or 
refuelling

HELILSRF <None>
Vessels with a helicopter deck and a 
helicopter facility for storage and/or 
refuelling

Guidance for 
the Class 
Notation 
Helicopter 
Deck and 
Facilities 
(Pt.7, Vol.A)

Rules for the 
Classification 
and Surveys 
(Pt.1, Vol.I) 
Sec.3.C.1.1.

ICEOPS <None>

Equipped with machinery and systems 
suitable for operations at very low 
temperatures and for minimization of 
accretion of ice and other relevant 
problems.

Guidelines for  
Ship 
Operation 
Installations 
and Auxiliary 
Systems 
(Pt.9,Vol.6)

INERT <None>

An Inert gas system for tanks and void 
spaces within cargo area

Rules for 
Classification 
and Survey 
(Pt.1, Vol.I)

Rules for 
Machinery 
Installation 
(Pt.1, Vol.III)

Rules for 
Ships 
Carrying 
Liquefied Gas 
in Bulk (Pt.1, 
Vol.IX)

RCM PS

Reliability Centered Maintenance:
The propulsion system, including as 
applicable: prime mover(s), reduction 
gears, shafting, propeller or other 
thrusting device, all auxiliary systems 
providing, cooling, control, electrical 
power, exhaust, fuel, lubrication and 
equipment related to the steering or other 
directional control system.

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   
Rules for 
Classification 
and 
Surveys,(Pt.1, 
Vol.1)
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Underlying RulesAdditional 
Notations Qualifier Description

Design Survey

FF

Reliability Centered Maintenance: The fire 
extinguishing system

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

CARGO

Reliability Centered Maintenance:

The cargo handling (cargo pumps, 
associated piping for internal and 
independent tanks) and safety equipment 
(i.e., inert gas system, vapor emission 
control) for a tanker, liquefied gas carrier 
or chemical carrier.

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)  

Rules for 
Ships 
Carrying 
Liquefied Gas 
in Bulk (Pt.1, 
Vol.IX)   
 

Rules for 
Ships 
Carrying 
Dangerous 
Chemical in 
Bulk (Pt.1, 
Vol.X)   

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

MACH

When the RCM Program is approved for 
both propulsion and fire extinguishing 
system.

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   
Rules for 
Machinery 
Installations 
(Pt.1, Vol.III)     

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

CDS

When the RCM Program is approved for 
systems and equipment used in 
connection with drilling and the drilling 
system.

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

Guidance for 
Survey Based 
on Reliability 
– Centered 
Maintenance 
(Pt. 7, Vol.I)   

RE-Gas <None>

This notation is assigned to a new or 
existing LNG Carrier on which the Owner 
has elected to install a Re-gasification 
facility so that the vessel may load and 
transport LNG and then re-gasify it for 
direct discharge ashore.

Guidelines for 
Floating 
Production 
Installations 
(Pt.5, Vol.3).

Guidelines for 
Floating 
Production 
Installations 
(Pt.5, Vol.3).
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Underlying RulesAdditional 
Notations Qualifier Description

Design Survey
Guidelines for 
Floating 
Offshore 

Guidelines for 
Floating 
Offshore 
Liquified Gas 
Terminal 
(Pt.5, Vo.2). 

Guidelines for 
Floating 
Offshore 

Guidelines for 
Floating 
Offshore 
Liquified Gas 
Terminal 
(Pt.5, Vo.2).

1

CS-1 :  Cybersecur i ty  Level  1

Bas ic  level  of  cybersecur i ty  
( Informed Cybersecur i ty)  for  
sh ips ,  of fshore structures  and 
shore fac i l i t ies .

2

CS-2 :  Cybersecur i ty  Level  2

Advanced level  of  Cybersecur i ty  
for  sh ips ,  of fshore structures  and 
shore fac i l i t ies .

CS-

3

CS-3 :  Cybersecur i ty  Level  3

Adapt ive  level  of  Cybersecur i ty  for  
sh ips ,  of fshore structures  and 
shore fac i l i t ies .

Guidel ines  
for  
Mar i t ime 
Cybersecur
i ty  (Pt .4 ,  
Vol .4)

Guidel ines  
for  
Mar i t ime 
Cybersecur
i ty  (Pt .4 ,  
Vol .4)

---------------------------------------------------------------- end ----------------------------------------------------------------
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